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GENERAL NOTES

1. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO

INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS

SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.

THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE LOCATIONS PRIOR

TO INSTALLATION.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL

CABLE 7O THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE.

SEE MAINTENANCE OF TRAFFIC PLANS FOR ADDITIONAL PAVEMENT

MARKING DETAILS.

TRAFFIC SIGNAL OPERATION. TO REMAIN THE SAME DURING STAGE 2 OF THE

DEgﬁSREPLACEMENT OF BRIDGE NG. 2079 . SEE MAINTENANCE OF TRAFFIC

PL

6. ALL TRAFFIC SIGNAL EQUIPMENT (WOOD POLES, HANDHOLES, ETC.) SHALL BE
REMOVED AT THE COMPLETION OF STAGE 2 CONSTRUCTION. THE CONTRACTOR
SHALL NOTIFY SHA TO REMOVE THE SIZE “5” CONTROLLER CABINET AND ALL
AUXTLLTARY EQUIPMENT WITHIN, BATTERY BACK UP UPS SYSTEM INCLUDING
CABINET AND METER AND DISCONNECT. e
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CONSTRUCTION DETAILS -

A.” INSTALL 40 FT. CLASS Il WOOD POLE., 2'/» IN. ELECTRICAL CONDUIT PVC RISER
AND BACK GUYS. BACK GUYS WILL NOT BE MEASURED BUT WILL BE INCIDENTAL
70O THE EACH COST FOR 40 FT. CLASS 11 WOOD POLE.
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MATCH LINE AA — THIS SHEET

MATCH LINE BB — SEE SHEET TSP-2

‘BY: mroberts

B. INSTALL 40 FT. CLASS II WOOD POLE, BACK GUYS AND SIGN.
MAINTENACE OF TRAFFIC LEGEND C. INSTALL 35 IN. STEEL SPAN WIRE AND SIGNAL HEADS.
2. INSTALL & FT N 30 FT. (3-6-3 WINDING) QUADRUPOLE TYPE LOOP DETECTOR ENCASED
. X Bt Rand STATE OF MARYLAND
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